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(2) Comments submitted by, or on be-
half of, any affected miner; and 

(3) Whether the alternative mine res-
cue plan provides a suitable rescue ca-
pability at the operator’s mine. 

(g) Where alternative compliance is 
approved by MSHA the operator shall 
adopt the alternative plan and post a 
copy of the approved plan (with appro-
priate MSHA mine emergency tele-
phone numbers) at the mine for the 
miners’ information. Where a miners’ 
representative has been designated, the 
operator shall also provide the rep-
resentative with a copy of the alter-
native plan. 

(h) The operator shall notify the Dis-
trict Manager of any changed condition 
or factor materially affecting informa-
tion submitted in the application for 
alternative mine rescue capability. 

(i)(1) An approved plan for alter-
native mine rescue capability shall be 
subject be to revocation or modifica-
tion by MSHA, where it is determined 
that a condition or factor has changed 
which would materially alter the oper-
ator’s mine rescue capability. If such 
action is contemplated, the operator 
will be notified and given an oppor-
tunity to be heard before the appro-
priate District Manager. 

(2) If an application for alternative 
compliance is denied or revoked, the 
District Manager shall provide the rea-
son for such denial or revocation in 
writing to the operator. The operator 
may appeal this decision in writing to 
the Administrator for Coal Mine Safety 
and Health or the Administrator for 
Metal and Nonmetal Mine Safety and 
Health, as appropriate, 1100 Wilson 
Blvd., Room 2424 (Coal) or Room 2436 
(Metal and Nonmetal), Arlington, Vir-
ginia 22209–3939. 

[45 FR 47002, July 11, 1980, as amended at 67 
FR 38385, June 4, 2002] 

§ 49.5 Mine rescue station. 

(a) Except where alternative compli-
ance is permitted, every operator of an 
underground mine shall designate, in 
advance, the location of the mine res-
cue station serving the mine. 

(b) Mine rescue stations are to pro-
vide a centralized storage location for 
rescue equipment. This centralized 
storage location may be either at the 

mine site, affiliated mines, or a sepa-
rate mine rescue structure. 

(c) Mine rescue stations shall provide 
a proper storage environment to assure 
equipment readiness for immediate 
use. 

(d) Authorized representatives of the 
Secretary shall have the right of entry 
to inspect any designated mine rescue 
station. 

§ 49.6 Equipment and maintenance re-
quirements. 

(a) Each mine rescue station shall be 
provided with at least the following 
equipment: 

(1) Twelve self-contained breathing 
apparatus, each with a minimum of 4 
hours capacity (approved by MSHA and 
NIOSH under 42 CFR Part 84, Subpart 
H), and any necessary equipment for 
testing such breathing apparatus; 

(2) A portable supply of liquid air, 
liquid oxygen, pressurized oxygen, or 
oxygen generating chemicals, and car-
bon dioxide absorbent chemicals, appli-
cable to the supplied breathing appa-
ratus and sufficient to sustain each 
team for eight hours while using the 
breathing apparatus during rescue op-
erations. 

(3) Two extra, fully-charged oxygen 
bottles for every six self-contained 
breathing apparatus; 

(4) One oxygen pump or a cascading 
system, compatible with the supplied 
breathing apparatus; 

(5) Twelve permissible cap lamps and 
a charging rack; 

(6) Four gas detectors appropriate for 
each type of gas that may be encoun-
tered at the mines served. Gas detec-
tors must measure concentrations of 
methane from 0.0 percent to 100 percent 
of volume, oxygen from 0.0 percent to 
at least 20 percent of volume, and car-
bon monoxide from 0.0 parts per mil-
lion to at least 9,999 parts per million. 

(7) [Reserved] 
(8) One portable mine rescue commu-

nication system (approved under part 
23 of this title) or a sound-powered 
communication system. 

(i) The wires or cable to the commu-
nication system shall be of sufficient 
tensile strength to be used as a manual 
communication system. 

(ii) These communication systems 
shall be at least 1,000 feet in length. 

VerDate Mar<15>2010 07:42 Sep 09, 2013 Jkt 229121 PO 00000 Frm 00272 Fmt 8010 Sfmt 8010 Y:\SGML\229121.XXX 229121eh
ie

rs
 o

n 
D

S
K

2V
P

T
V

N
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2013-09-10T14:00:36-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




